


@e Victorian Potting House\

The Victorian Potting House combines classic good
looks with practicality. This is the perfect place to
over winter your tender plants and to raise seeds
and cuttings. All glass is toughened safety glass and
each panel has an opening sash window to provide
adequate ventilation. Every Victorian Potting House
comes complete with all-round, pressure treated
staging as standard.
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Quality and design

Ifit’s J-Class you know it’s the best.
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JClass outdoor products present themselves as be:
hon ney co oloured wapden buitdim ngs a dfml ure im regnnte
with TAN, n agai

metal accessories are completely
rodible giving a look that lasts.

Touch the surface and you will be
able totell a|Class product!

Encompassing the clean lines of innovative styling and the superior craftsmanship
of the joinery, J-Class products are tops for today’s lifestyle demands: the exquisite
craftsmanship, beautiful wax treated smooth finish and good quality brass fitments.
To ensure a lifetime of enjoyment
all of our products are treated with
Tanalith E.

Each J-Class product comes with
it’s own identity tag ensuring it’s
authenticity, ifit’snottagged thenit’s
not a J-Class. Each piece also has it’s
own descriptive leaflet, showing the
quality and ecological advantages
of the product and explaining why
J-Class products offer a genuine
choice. These garden buildings
cannot be beaten on quality and
cannot be rivalled on looks, they can
only be imitated. Make sure you look
for J-Class, the original and the best.
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J-Class Garden Products Ltd., Shaw Lane Industrial Estate, Ogden Road, Doncaster, South Yorkshire DN2 45Q

Tel: 01302 366399 Fax: 01302 365554 Email: info@jclass.co.uk web: www.jclass.co.uk




important information

J-Class garden products are committed to innovative product development and manufacture.

The evolution of new product design is continuous and therefore information is subject to change without notice. We advise customers

to check with suppliers that they have the latest details.

J-Class garden products are manufactured to the highest standards. Advanced pressure impregnation with permanent wood preservative
provides complete protection against decay and insect attack for up to 15 years.

J-Class garden buildings are warranted free from defect or faulty installation for 3 years - only as long as J-Class garden products or its

approved contractor erect and install the building.

All garden buildings require a firm and level base. This base must be laid square and level.

Photographs are for illustrative purposes and whilst every care is taken to ensure exact colour match, we cannot guaranteethis.

Timber is a natural product and is susceptible to movement and shakes in prolonged humid or dry conditions. In all but the most extreme
cases this will not affect the structural integrity of any products and will return to its original condition.

Important Points to Note - Garden Building Sales

Access to the Site

Vehicular access is important in the delivery of your building. Can
a 17 tonne vehicle (fire engine size) get clear access to the delivery/
drop off point? If not please contact the office immediately. Access
to the site must also be sufficient to your prepared base with no
height restrictions or awkward bends. If you have not done so
already, please notify us of any restrictions as soon as possible.
We are unable to lift panels over fences more than 4’ high or over
buildings such as garages. If the only access is through the house
a straight run is required. Many building panels will not pass
through standard doorways.

Base Preparation

The life of a building depends upon it’s foundations. It is vitally
important that your base is firm, level, square and large enough to
accommodate the building you have ordered. Ideally, your garden
building should be installed on a flat concrete slab which is
unlikely to sink or break up. A thickness of 50 to 10omm is
required, depending upon the size and type of building that you
have ordered. As an alternative, concrete paving slabs or decking
bases may be laid but they should still be level, unlikely to sink

at any point and completely cover the area of base required.

If you have any doubts concerning the base seek advice from

a local builder.

Installation (if required)

Please allow as much room as possible around the building for ease
of installation; no trees or bushes should restrict our installers. Our
installers do not have time for base preparation; therefore, if the
base is not suitable they will have no option but to leave the building
on a self-erection basis at full invoice value. If you insist on the
building being installed against the advice of our erectors then they
will only undertake the work once you have signed an acceptance
of full responsibility for any defects which may be caused by the
inadequate base. Under these circumstances you would have no
guarantee. We would strongly advise against this course of action.

If you cannot be available on the installation day the installers will
gladly carry on with the work without anybody being at home (a note
on the base would be appreciated to help them distinguish the
orientation of the building). However, if there are access problems
or you feel the need to be at home or the base will not be prepared
in time, please do not hesitate to call us on 01302 366399 quoting

TANALITH:-
EXTRA

PRESSURE TREATED TIMBER
WITH BUILT-IN WATER REPELLENT

your order number and alternative arrangements can be made.
On the agreed day of installation if the base is not correct or ready,
or the installers cannot gain access to your garden due to
restrictions or you being out and as a consequence we are
required to come back, a surcharge of 15% of the order value

will be payable upon completion.

General

It is the responsibility of the customer to secure their building

to the base once erected. If sections are required to go through
buildings it is also your responsibility to ensure that no damage
can come to your fixtures and fittings (e.g. dirty footprints on
carpets or broken light fittings). The same principle applies to your
garden, we cannot accept responsibility for muddy patches on
your lawn for example.

Our team of installers should not be hindered by work being
undertaken by other services, nor should they be asked to do
work on the building other than they deliver and erect it (unless
by prior arrangement).

All of the timber in the building will be checked for quality before
despatch and is pressure treated to the highest specification prior
to delivery. As wood is a natural product we cannot accept any
responsibility for timber shrinkage, cracking or warping after the
building has been delivered. In all but extreme cases timber will
return to its original size.

Please note also that timber is a natural living material and

as such is subject to movement, shrinkage and colour change
(weathering). It is not uncommon for small splits to occur (called
shakes) when timber dries out too rapidly. When the humidity rises
the timber will normally move back accordingly. We therefore

do not accept shakes and movement as a legitimate cause for
complaint.

J-Class garden products as well as guaranteeing its products
against poor workmanship and defective materials, also
guarantee its buildings on performance providing it has been
installed by J-Class or one of its approved installers. If J-Class or
its approved installers are not responsible for installation then the
building carries no warranty other than for quality at the time of
despatch and receipt.

We use Tanalith Extra!

Latest generation preservative treated timber with built-in water
repellent providing enhanced weathering protection and improved
dimensional stability. Ideal for playground, decking, leisure wood
and cladding applications.





